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Directions for.use as an ACTDI¥ETRIC QTATDAPU

In usinz this sarocle of benzoic acid as an ac;?étric
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tandzrd the following precautions should be carefully ob-
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1. The acid should be carefully fused tefcre use in a
glass or platinum vessel placed in an air-bath. The terpera-
ture during fusion rmust not »ise abcove 140°0; it is cest to
keec it helow 130° and to cease heating as socn as fusion 1s
cowolete., (Fusicn is unnecessarr unless & nlgh d=grec OF aC-
curac~ ig issired., Titrations carefully raile check tc 1 - 3
parts in 70,270 and consistent differsices as great ws © - 7
parts in 1L 2 have been otesserved betwesn fused and unfused
material have stood in the lw ocratoxy for 1 - 3 ?ears.)

2, The acid.should be dissclved in alcohol (about 3T ce
for & sarple and a btlank test wade upon the swme volume
of al the necessar— corx.ction mar be . 1
the scbssquent titration,

3, The tiration rust be made in the co
free alkall and the neceszurv pracavtions ta
access of carben dioxide “rom the alr during
chthalein is the most satisfacicory indicator

For full directions rezarding the use of benzcic zcid,
see articles v+ George W, lcrey, Jour. Amer. Cher. Scc.
34, P. 1037; 1€13, and %, R. Veaver, Ibid. 35, P. 137%;
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